SPECIAL DOUBLE BEND ELECTRODES

COLD FORMED FROM STANDARD STRAIGHT ELECTRODES
WITH RWMA TAPERED SHANKS

CODE
LETTERS A,B,C,D,E,F INDICATE NOSE STYLE

SUBSTITUTE B,C,D.,E,F FOR “A” IN
PART NUMBER FOR APPROPRIATE NOSE STYLE

RWMA MAJOR CLASS 2 o L N s
TAPER | DIAMETER PART NO.
XA2500 1-39/64 % %
XAy | % | 3 | s | 3
%
XA2503 1-61/64 % %
XA2504 A 3-13/64 % 2
XA2505 3-45/64 2% %
XA2506 2% % %
4 482 XA2507 % | % % 2
XA2508 3% 2 %
XA2509 2% % 1
XA2510 1 3% % 1%
XA2511 3% 1% 1
XA2512 2-11/16 % 1
XA2513 1% | 3-3/16 % 1%
XA2514 3-3/16 1% 1
XA2515 2-9/64 1 1
XA2516 Va 3-9/64 1% 2
XA2517 4-9/64 3 1%
XA2518 2% 1% 1
XA2519 Va 3% 1% 2
xaz02 4 2% 1
A2521 2-13/16 1% 1%
5 625 xa2622 | 34 | 3-13/18 | 1% | 2
|___XA2523 2% | 1%
XA2524 % 1% 1%
XA2525 1 3% 1% 1%
XA2526 3% 1% 1%
XA2527 3-3/16 1% 1%
XA2528 1% | 3-7716 1% 1%
XA2529 3-7/16 1% 1%

21



